
• Pure 100% Continuous Polyester Filament
• Ultrasonically Sealed (CWPHUE)
• Laser Sealed (CWPHLE)

Part Number: CWPHUE ( Size ) / CWPHLE ( Size )

Dimension Specification Test Method

Composition 100% Polyester

Color Ivory

Weight > 160 g/m2

Sorptive Capacity 402 ml/m2 IEST-RP-CC 004.3

Rate (Drop Disappearance) 0.5 sec IEST-RP-CC 004.3

IPA Extractant (100 ml IPA at 
ambient temp for 24 hrs)

.20 mg/g IEST-RP-CC 004.3,
 short term extraction

DIW Extractant (100 ml DI 
water at ambient temp for 

24 hrs)

.10 mg/g IEST-RP-CC 004.3, 
short term extraction

Chloride ( Cl ) .00010 mg/g IEST-RP-CC 004.3, short 
Nitrates ( NO

3 
) .00001 mg/g IEST-RP-CC 004.3, short

Nitrite ( NO
2 
) .00001 mg/g IEST-RP-CC 004.3, short

Sulphate ( SO
4 
) .00006 mg/g IEST-RP-CC 004.3, short

Sodium ( Na ) .00003 mg/g IEST-RP-CC 004.3, short
Potassium ( K ) .000048 mg/g IEST-RP-CC 004.3, short

Magnesum ( Mg ) .000013 mg/g IEST-RP-CC 004.3, short
Calcium ( Ca ) .000005mg/g IEST-RP-CC 004.3, short

Applications Class 100 - 1,000
(ISO Classes 5-6)

Wipes

Polyester Knit Wipe Specifications
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• Pure 100% Continuous Polyester Filament
• Ultrasonically Sealed (CWPHUE) 
• Laser Sealed (CWPHLE)

Part Numbers

Part Number Description

CWHPLE0909 Heavyweight. 9” x 9”. Laser Sealed Edge. 
ISO Class 4 (USA Class 10) Compatible.

CWHPUE0909 Heavyweight. 9” x 9”. Ultrasonically Sealed Edge. 
ISO Class 3 (USA Class 1) Compatible.

Wipes

Polyester Knit Wipe Specifications

MAIL: 1318 Kenton Street  Springfield, OH 45505     E-MAIL: sales@ elimstat.com     WEBSITE: elimstat.com

TOLL FREE: (888) 423-6638     OFFICE: (937) 324-1100     FAX: (937) 324-8753


